TRROAX:

Uni-Bracket

The Uni-bracket is constructed of 3mm thick pre-
galvanized steel and will provide exellent protection. It
can be bolted to the rack in 4 different ways and is very
flexible and strong. And together with the unique Kit
Uni-bracket secure, the panel will stay in place in case
of an accident. It is successfully tested to together with
the whole Anti-Collapse System to withstand an impact

of 2500 Joules.

The Uni-brackets are available in stand-off dimensions

from 50mm to 400mm.

Compatible panels are UR 300 and UR 350

FACTS

Bracket, standoff

Uni-bracket 50 mm

Uni-bracket 100 mm
Uni-bracket 150 mm
Uni-bracket 200 mm
Uni-bracket 250 mm
Uni-bracket 300 mm
Uni-bracket 400 mm

Finish

pre-galvanized
pre-galvanized
pre-galvanized
pre-galvanized
pre-galvanized
pre-galvanized
pre-galvanized

Material thickness 3mm, Pre-galvanized finish

Uni-bracket secure

Kit Uni-bracket secure

pre-galvanized

The kit includes clips and wires for 10 brackets

ACCESSORIES

Kit ACL panel

Kit ACL clamp
Kit ACL high assembly

Cut profile
Kit Uni-bracket

Kit Speed bolt

Bolts, nuts and washers for 20
panels

10pcs of clamp 17x39 and fastening
For screen that is heigher then
racking

Various lengths to cut panels on site
Bolts, nuts and washers for 20
brackets

10pcs of Speed bolt M6x32

Anti-Collapse System Uni-Bracket
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