
Combi Fix System

Smart Fix and Rapid Fix combined

The Combi Fix system combines our Rapid Fix and 
Smart Fix system by using the Rapid Fix lower bracket 
with a a slot that the panel hooks into and the Smart 
Fix upper bracket that is very strong. This way you get 
a strong system that still is flexible when you need 
access to carry out mainentnace.

Combi Fix system meets the requirements of the 
Machinery Directive and all components are held 
captive in the guard even when the system is 
dissasembled.
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FACTS

System Posts

Post 60x40 x1,5 mm
1400 mm height
2200 mm height
3000 mm height

Standard colour is grey RAL7037 and black RAL9005.
Height 1400 mm and 2200 mm is also available in RAL1018.
Any colour of your choice can be offered.

System brackets

Kit Bracket Combi Fix
Kit Bracket Combi Fix Corner Right
Kit Bracket Combi Fix Corner Left
Door Kit
 
All brackets are made of steel, pre-galvanized or zink plated.
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System Panels

ST20 Mesh
ST30 Mesh
STPC Polycarbonate
URSP Full Steel

For details of each panel type, see separate product sheet.

Combi Fix system is tested to withstand an impact of 1000
joules together with the 60x40 standard post and the ST30
or ST20 mesh panels.
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